Marathon Power Technologies Company
Nickel-Cadmium Aircraft Batteries

Model SP-170A Replacement Parts
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Marathon Power Technologies Company

Battery Products

P.O. Box 8233, Waco, Texas 76714
® 8301 Imperial Drive, Waco, Texas 76712
Hi012096 TEL (817) 776-0650 FAX (817) 776-6558



Marathon Power Technologies Company

Application: BELL 206L, 206-3
®

SCHEMATIC ELECTRICAL
CHARACTERISITICS

o THERMOSTATS §1& 52
ARE NORMALLY OPEN Nominal
THERMOSTATS GLOSE ON
TEMPERATURE Voltage . ... .. ......24.0Volis

j RISE AT 145°F+5°F

S2  AND RE-OPENS AS TEMERATURE .
DECREASES 70 125° F=5° F Nominal 17AH
Capacity {1 hr. Rate)

o0 || >

MS3t14 P10-6P
(OR MS314E10-6P)

DISCHARGE CURVE

17SP100
Constant Current Discharge

POWER CURVE ff For Typical 20 Cell Battery
DATA (_DI C =17 Amperes
= @ + 77 Degrees F. (+ 25 Degrees C.)
TEMP imp* INRUSH = 25
Q —
°c) AMPS AMPS {"5’ \\
25 800 1000 g : 20 VLTS
=1 20
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-18 500 700 3 T 16 VOLT
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32 210 575 = 15 ~
E \ 12 VOLTS
*CONSTANT 12.0 VOLT DC [T}
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TYPICAL BATTERY DIMENSIONS
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FRONT SIDE BATTERY WEIGHT 39.5 LBS

NOTE: Batteries of various dimensions and configurations are available.
Contact Marathon Power Technologies for additional information.




